
Technische Daten

Produktart Fertig montiertes RBC155-BD1 Plug 'n' 
Play Batteriemodul.

Batterietyp High-Quality VRLA Blei-Vlies-Akku (AGM), 
wartungsfrei, ladeeffi zient, widerstands-
gepaart.

Richtlinie 2011/65/EU, RoHS konform

Abmaße (LxBxH) 762x210x76 mm

Gewicht 15,30 kg

Lebensdauer Bis zu 8 Jahren bei 25°C

Garantie 2 Jahre (optional 3 Jahre)

Hersteller battery-direct©

Lieferumfang
RBC155-BD1 Batteriemodul, 
Einbauanleitung, Rücksendeschein zur 
Abholung der Altakkus.

Beste Komponenten für höchste Akkuleistung

Reines Blei
Unsere Akkus weisen mit 99,9% einen überdurchschnittlich hohen Blei-
Reinheitsgrad und eine korrosionsfeste Mikrokristallstruktur auf.

Leistungsförderndes Vlies
Es werden aktuellen Glasvlies-Separatoren mit maximiertem Absorptionsgrad 
verwendet.

Ausgewogener Elektrolyt
Der Elektrolyt hat einen speziellen pH-Wert für optimierte Ionenbeweglichkeit.

Asymmetrische Gitterstruktur
Diese besondere Geometrie der Bleikomponenten bewirkt eine hohe 
Kapazität und Effi zienz.

Sicherheit

PB

Transport

battery-direct Batterien müssen gemäß den aktuellen Bestimmungen 
versandt werden.

Batterien sind das Herzstück einer USV Anlage. Sie sichern 
die ständige Bereitschaft Ihres USV-Systems. 
Durch unsere 100%-igen Qualitätskontrollen, Lasttests mit 
anschließender Ausgleichsladung, haben Sie immer 
Strom trotz Stromausfall.
         

RBC155-BD1 Ersatzakku für APC USV

Beste Qualität zu Top-Konditionen:

 2 Jahre Garantie
24 Monate vorort Austauschgarantie. 

 Kauf auf Rechnung
Sie haben 30 Tage Zeit, die Lieferung zu 
bezahlen.

 Kostenfreie Entsorgung
Kostenfreie Abholung Ihrer Altakkus.

 Plug 'n' Play Batteriemodule
Alte raus, neue rein, fertig. Tausch in 2 
Minuten.

RoHS
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Specifi cations

Product Type Ready-to-install battery kit RBC155-BD1.

Battery Type Maintenance-free, leak proof, Sealed Lead 
Acid battery. Best high-current ability for 
UPS units.

Directive 2011/65/EU, RoHS compliant

Dimensions (LxWxH) 762x210x76 mm

Weight 15,30 kg

Lifespan Up to 8 years at 25°C 

Warranty 2 years (3 years optional)

Brand battery-direct©

Included in delivery
RBC155-BD1 Battery kit, installation 
manual.

Best components for high accumulator performance

Pure Lead
With 99,9% above-average high purity level and corrosion resistant micro 
crystal structure.

Performance supporting fl eece  
Glass-mat separator with maximum absorption factor.

Balanced Electrolyte
Specialized pH-value for optimised ion mobility.

Asymmetrical lattice structure
Special geometry of lead components for high capacity and effi ciency.

Safety

PB

Transport

battery-direct batteries have to be shipped according to the current 
regulations.

Batteries are the heart of a UPS system. They ensure the 
standby state of your UPS system. Because of our 100% 
quality control, stress tests (load tests) and a fi nal equalization 
charge, you will always have power even during a blackout.

RBC155-BD1 Battery kit for APC UPS

High capacity battery

 2 years warranty
24 months warranty instead of the usual 12 
months. 

 Fast delivery
Insured and fast shipping with UPS©.

 Easy disposal
Pickup and recycling of old batteries 
possible.

 Technical support
Service technicians are available to you at 
any time.

RoHS
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Environmental temperature (°C)
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Lifespan
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